
 

 
 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

ELN Telemetry Series 

 

• Range 5 to 250 tonnes 
• Internal aerial 
• For use with standard shackles 
• Sealed to IP 67 
• Auto Power Down 

 

Capacities     5, 12, 25, 35, 50, 100, 150, 200, 250 tonnes 

Radio frequency    2.4 GHz  

Input resistance    800 Ω  

Output resistance    700 Ω  

Compensated temperature range  -10° to +40° C  

Operating temperature range   -20° to +60° C  

Temperature coefficient on zero  <0.005% FRO / °C  

Temperature coefficient on span  <0.003% FRO / °C  

Safe overload     150%  

Ultimate overload    400%  

Insulation     >500 @100VDC MΩ  

Environmental protection   IP 67  

Battery life     Up to 200 hours 



 
 

PAT-Krüger systems BV PAT-Krüger systems GmbH PAT-Krüger systems ME PAT-Krüger systems Ltd 
(The Netherlands - HQ) (Germany) (Middle East)  (United Kingdom) 
Mangaan 6 Im Löwental 68 Jebel Ali  Wolseley Court Towers Bus. Park 
5234 GD   ’s-Hertogenbosch 45239 Essen P.O. Box 61162, Dubai Wheelhouse Road 
The Netherlands  Deutschland South Zone 2 WH-FZ-S2-AA-008 

UAE 
WS15 1UW Rugeley , SFD,  
United Kingdom 

    

Tel +31 73 644 33 66 Tel +49 201 408 610 Tel +971 4 886 2320 Tel +44 1889 58 0101 
www.pat-kruger.com Fax +49 201 408 6149 Fax +971 4 886 2235 Fax +44 1889 58 5885 
    

info@pat-kruger.com info@pat-krueger.de info@pat-kruger.ae info@pat-kruger.co.uk 
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Capacity 
(te) 

A B C DØ E Weight 
(kg) 

       5 137  105     41.5   30  193    1.5 
    12 149  105      41.5   38 239   2.0 
   25 160  125 55   53 284    4.5 
   35  175  138 55   60 335    5.5 
   50 198  150 75    73 375  10.0 
 100 275 220 120 100 500 28.0 
 150 300 260 120   110 550 50.0 
200 325 290 159  135 660  75.0 
250 365 304 189  145  720 90.0 

All dimensions in mm 

 

 

 

 

 

 

 

 

 

 

 

 

 

The handheld display provides one to one data display from any one of our acquisition modules 
(strain, current, voltage). Input values are transmitted to the handheld via 2.4Ghz radio allowing 
users to view a digital reading. 

The handheld display can power ‘off’ acquisition modules by a push of a button thereby extending 
battery life and maintenance costs.  
If no buttons are pressed on the T24-HS it will turn off after 5 minutes. 

The wide temperature operating range and the robust technology ensures that the module is  
not susceptible to harsh physical or electrical environments. 

 

 

 

Simple operations 

Connection to single module 

Tare function 

Auto shutdown 

Rugged construction 


